What does 1930 refer to in the 817¢c1930
optocoupler

Overview

Broadcom Inc's HCPL-1930 is an optocoupler logic-out open collector dc-in 2-ch
16-pin cdip. Note: Dimensions in millimeters (inches). This option is available on
commercial and hi-rel product. DLA Drawing part numbers. Image shown is a
representation only. Find the best price and datasheet for HCPL-1930 by Broadcom:
LOGIC IC OUTPUT OPTOCOUPLER; Mounting Feature: THROUGH HOLE MOUNT;
Terminal Finish: NICKEL GOLD; Minimum Operating Temperature: -55 Cel; Additional
Features: OPEN COLLECTOR, HIGH RELIABILITY; Minimum. The HCPL-1930 is a
commercial grade two channel hermetically sealed high CMR line receiver
optocoupler in a 16-Pin ceramic DIP package. Gold plated leads, solder dipped and
various lead form options are also available. Manufacturer: AVAGO TECHNOLOGIES
LIMITED. The products are capable of operation and storage over the full military
temperature range and can be purchased as either a standard product or with full MIL-
PRF-38534 Class Level or K testing, or.
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HCPL-1930, HCPL-1931, HCPL-193K, 5962-89572 1 Dual-Channel Line Receiver
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HCPL-1930, HCPL-1931, HCPL-193K, 5962-89572 Dual Channel

Surface mountable hermetic optocoupler with leads trimmed for butt joint assembly.
This option is available on Commercial, Class H, and Class K product.

HCPL-1930 Datasheet PDF

Surface mountable hermetic optocoupler with leads trimmed for butt joint assembly.
This option is available on commercial and hi-rel product.

HCPL-1930 by Broadcom | Optoelectronics | Vyrian

Vyrian offers competitive prices, fast shipping, and 24/7 support. Order HCPL-1930
now!

HCPL-1930, HCPL-1931, HCPL-193K, 5962-89572 Dual Channel

Description The HCPL-193x devices are dual-channel, hermetically sealed, high CMR,
line receiver optocouplers. The products are capable of operation and storage over
the full military temperature

HCPL-1930 by Broadcom | Optocoupler Circuit Outputs | Partstack

The HCPL-1930 is a versatile component in the optocoupler circuit outputs category,
offering customers a seamless experience with its dual functions and fast response
time.

HCPL-1930 Broadcom Limited | Optokoppler

Jetzt kaufen, Versand heute. HCPL-1930 - Optokoppler - Logikausgang 10MBits/s
offener Kollektor, Schottky geklemmt 1500V DC 2 Kanal 1kV/us CMTI 16-DIP von
Broadcom Limited. Sehen Sie

HCPL-1930 Datasheet PDF

HCPL-1930 Datasheet : Dual-Channel Line Receiver Hermetically Sealed Optocoupler,
HCPL-1930 PDF VIEW Download Broadcom Corporation, HCPL-1930 3 page Datasheet
PDF, Pinouts, Data Sheet,

Broadcom Inc | HCPL-1930

Broadcom Inc''s HCPL-1930 is an optocoupler logic-out open collector dc-in 2-ch
16-pin cdip. in the photocouplers, logic output photocouplers category. Check part
details, parametric & specs updated
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HCPL-1930 Datasheet (PDF)

Description: Dual Channel Line Receiver Hermetically Sealed Optocoupler.
Manufacturer: AVAGO TECHNOLOGIES LIMITED.

HCPL-1930 datasheet

HCPL-1930 Dual Channel Line Receiver Hermetic Optocoupler Dual Channel Line
Receiver Hermetically Sealed Optocoupler Technical Data. Military and Space High
Reliability Systems

HCPL-1930 Datasheet(PDF) & Specifications

The HCPL-1930 is a commercial grade two channel hermetically sealed high CMR line
receiver optocoupler in a 16-Pin ceramic DIP package. Gold plated leads, solder
dipped and various lead

HCPL-1930, HCPL-1931, HCPL-193K,

HCPL-1930, HCPL-1931, HCPL-193K, 5962-89572 1 Dual-Channel Line Receiver
Hermetically Sealed Optocoupler

HCPL-1930

In summary, the HCPL-1930 is a versatile and reliable optoisolator designed to meet
the demands of high-speed digital isolation in a variety of applications, from military-
grade systems to industrial

59628957202KEC 59628957201EC HCPL-2602 HCPL-1930 HCPL

HCPL-1930, HCPL-1931, HCPL-193K, 5962-89572 1 Dual-Channel Line Receiver
Hermetically Sealed Optocoupler
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Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://sky-connect.co.za

Email: info@sky-connect.co.za

Phone: +44 20 7946 0958

Address: 1 Cornhill, London EC3V 3ND, United Kingdom

This document is for informational purposes only. Specifications subject to
change without notice.
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